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1. PURPOSE 

This document describes the specific procedures related to the use of both Sterivap autoclaves in Common 

Equipment Room E03.2074.  The present document,  in  some extension*,  can be more  largely  applied  as  a 

reference for the use of similar autoclaves at the RI‐MUHC. 
 

* As manufacturers recommendations may vary, please make sure to comply with model specific instructions. 

 

2. SCOPE 

This document is intended for the staff and the students of the Meakins‐Christie Laboratories (RESP program 

of the RI‐MUHC). All the users of the autoclaves must comply with the instructions described in the present 

procedure in order to ensure an optimal and continuous operation of the equipment. 

 

3. EQUIPMENT INTENDED USE & DESCRIPTION 

The steam sterilizer is a device intended for use for moist heat sterilization of medical and research devices, 

tools and supplies designated by their manufacturers for moist heat sterilization. 
 

Sterilization is a process which kills any viable microorganisms inclusive of their especially resistant spores. 

The sterilization inactivates viruses irreversibly. During steam sterilization, saturated water steam 

condensates on the material being sterilized, what causes its heating. The condensate penetrates through the 

cellular shell of the microorganism directly to the cell nucleus and destroys it due thermal energy transfer. 
 

Steam sterilization is suitable for sterilizing textiles made of cotton, heat resistant textile blends, metal goods 

with sufficient corrosion resistance, rubber articles, plastic articles, glass articles and ceramic articles 

 

4. SAFETY 

The steam sterilizer may only be operated by persons who understand the dangers and hazards associated 
with steam sterilization and are confident that they can safely use the autoclave for the intended purpose. 
 

Do not attempt to use the sterilizer until you are sure that you know what you are doing. 
 

Misusing the autoclave can result in electric shock, severe burns and injuries of the operator as well as 
damage of the sterilizer. 

 
5. TRAINING & INFORMATION RESOURCES 

 

5.1 Safety Training 
Prior using the autoclave, all users of the autoclave must either: 

‐ complete  the  “Autoclaves” module  of  the  biosafety  training  course  provided  by  the Public  Health 
Agency of Canada, available on‐line at https://training‐formation.phac‐aspc.gc.ca/course 

‐ complete biosafety  training provided by  the RI‐MUHC or McGill University Environmental Health & 
Safety Department 
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5.2 Operation training – Authorized users 
Before operating the sterilizer alone, all user must be properly trained and authorized by his/her supervisor, 
lab manager, principal investigator or lab coordinator. The students are not authorized person for training new 
users. A new user has to demonstrate knowledge and autonomy prior being authorized to load and run the 
autoclave alone. 

 
5.3 Operation Manual and resources 
The STERIVAP Operating Instructions Manual presents detailed information specific to the safe and efficient 
use of this unit. The STERIVAP manual is available for consultation at any time at EM2.2221. 
 
Questions? Training request? 
Please contact Séverine Audusseau at severine.audusseau@mcgill.ca ext. 76335 or the Technical Services of 
the RI at RI.BIOMED@muhc.mcgill.ca 

 
6. OPERATING THE AUTOCLAVE 

 

6.1 Status of the autoclave 

The STERIVAP 446 Autoclave is a fully automated autoclave controlled via a large touch screen located on the 

front of the unit. When the unit is in standby mode, the screen shows a clock face. When the unit is in sleep 

mode, the screen is dark. Gently touch the screen to bring up the menu screen. 

 

 Fig. 1. “Standby Screen” 

 

 

 

 

 

Depending upon the state of the unit, when it was placed on Standby, you may be presented with one of 

several different screens when you enter the Menu System. Most commonly, you will be presented with the 

Basic Screen. 

 

Fig. 2. “Basic Screen”  

Note: You may be presented with a different screen depending 

upon the operational state of the unit. 
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6.2 Users login 
Each laboratory has been assigned a unique user login and password to access the autoclave. Only authorized 
users can be given the password. It is mandatory to log in and log out when using the autoclave. 
 

6.3 Operating the autoclave 
 

User Login: 

‐ Press the key button   

‐ Enter User login and password and press “Enter”. Your user name is displayed on the top right of the 

screen. 

‐ Press on “Go Back” button to return to basic screen 

Material Loading: 

‐ Press OPEN to lower the sterilizer door. 

‐ Check  that  all  material  intended  to  be  loaded  is  autoclavable  and  meet  the  recommendations 

described in Annexe 1. 

‐ If necessary pull the metal shelf to ease the loading. 

‐ Place all the supplies to be sterilized (solid and liquid) in an autoclavable tray. 

Caution! The inner surface of the sterilizer remain very hot, a long time after sterilization process 

is done. 

Wear appropriate  lab attire  including,  long  sleeves  temperature  resistant gloves and  facial  shield  to 

prevent burns. 

‐ For liquid sterilization, it is recommended to use the built‐in temperature probe: 

In order to track the liquid temperature over the sterilization process, the probe must be submerged 

in liquid. To not contaminate your liquid, it is recommended to use a separate container, filled with 

water,  to  submerge  the  probe.  The  probe  container  must  contain  as  much  liquid  as  the  biggest 

container placed in the autoclave. The probe can also be placed directly in the tray filled with water. 

 

Caution!  If  you are not using  the  temperature probe, make 
sure the wire and the probe are well secured on the specific 
holder on the side of the inner wall 

 

 

Operation: 

‐ Always ensure the metal shelf is COMPLETELY pushed back into the incubator prior attempting to close 

the door. 
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‐ Press on CLOSE 

Note that at any time, the closing of the door can be stopped by 

pressing the emergency stop bar on the top of the door. When 

pressed, the door will automatically open again. 

 

 

‐ Press on PROGRAMS 

‐ Press on selected program and check that sterilization condition 

meets  your  requirement  (refer  to  Annexe  2  for  List  of 

Programs). 

 

 

‐ Press on START. The screen displays the estimated processing 

time, the program name, the status of the program as well as 

the current step in progress. The pressure and the temperature 

are also displayed on the bottom of the screen.  

 

‐ Press the key button  to  logout,  prior  leaving  the 

room. 

 

‐ At the end of the program, the door cannot be opened until the 

temperature reached 95°C or  less (depending of the pressure 

status). 

 

Material Unloading: 

 

The inner surface of the chamber is hot. At opening, residual steam will escape from the chamber. 

Wear appropriate lab attire. 

When opening the chamber door, do not stand just before the door. 

 

‐ Press OPEN to lower the sterilizer door. 

‐ Wait for 30sec prior unloading the material.   
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ANNEXE 1 

 

Always check that the supplies or devices, you are 

loading in the sterilizer are autoclavable 

(see manufacturer specifications) 

 

RECOMMENDATIONS FOR MATERIAL LOADING IN THE AUTOCLAVE 

Type of material  Loading 

Mixed supplies and equipment  Heavier/bigger material will  create more condensation. Thus  it  is 
recommended to put the heavier/bigger material on the lower tray 
to prevent/minimize the dripping on the other supplies. 

Stacked containers 
(solid material only) 

A sufficient thick textile layer or an aluminum foil must be placed 
between  individual  container,  in  order  to  prevent  them  to  stay 
sticked together at the end of the run. 

Empty bottles  They must be sterilized with the upside down, in order to prevent 
the accumulation of  condensate at  the bottom, which  can  cause 
cracking of the bottle. 

Liquid filled vessels  All containers filled with liquid must be opened/vented during the 
sterilization process. Ensure all  caps are slightly open  (enough  to 
allow pressure release) 

Rubber  Rubber pieces must be separated from each other. 

Hoses  Thick wall hoses must lay horizontally. 
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ANNEXE 2 

 

LIST OF AUTOCLAVE PROGRAMS 

 

#  Program 
Sterilization 
Temperature 

Sterilization 
Time 

Evacuations 
Drying 
Phases 

Drying Phases 
Lenght 

Cooling 
Temp. 

P4  Universal  121°C  20 min  1 + 3  2  2 min   

P5  Garbage Dry  121°C  1h  1 + 3  4  3 min   

P6  Glassware  121°C  20 min  1 + 3  5  5 min   

P7  Liquids  121°C  20 min  1 + 0  0  ‐  98°C 

P8  Liquids no probe  121°C  20 min  1 + 3  0  ‐   

P9  Tools Fast  121°C  4 min  1 + 0  1  3 min   

 

 

No garbage autoclaving is allowed. 

 


